
The Sovema Stone Burier INT is the 

ideal machine for the preparation of 

amenity areas, sportsfields, garden 

and any other area where a clean 

seedbed finish is required in a sin-

gle pass. The rotor, which rotates in 

the opposite direction, is fitted with 

special blades. The blades penetrate 

the soil carrying it over the top of the 

rotor, where its thrown against a sor-

ting grid; the finest soil particles pass 

through the grid and the larger clods 

and stones are buried deeper into 

soil. The fine soil is then deposited 

over the top: the rear roller compacts 

the soil leaving a clean area ready for 

seeding or planting.  

Up to 90 HP, single-speed gearbox, 6 

blades per flange, automatic linkages, 

grid-roller and seeding machine avai-

lable on request.
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For tractors up to 90 HP

Category I and II hitch

6 blades per flange

Angular blades

Net rear roller

Adjustable levelling bar

All units 540 RPM

Single speed gearbox

ASA 120 drive chain

Double flange

Automatic linkages

Safety Guards

In house Sovema gearbox production

STANDARD FEATURES FOR INT

Ideal machine for the preparation of amenity areas, sportsfields, garden 

and any other area.

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs)  (rpm)  (rpm) (n.)

INT 120 120 - 48” 525 - 1155 35 - 50 540 260 36

INT 140 140 - 56” 572 - 1258 50 - 60 540 260 42

INT 160 160 - 64” 660 - 1452 50 - 65 540 260 48

INT 180 180 - 72” 705 - 1551 60 - 80 540 260 54

INT 200 200 - 84” 730 - 1606 70 - 90 540 260 60


