
The Sovema rotary slasher TEP is an 

efficient and trouble-free implement, 

of easy-usage and 

minimum-requirement maintenance. 

Different models with cutting widths 

from 1200 mm to 1800 mm 

are available to meet varied cutting 

and slashing requirements. Available 

with knives or chains choice, 

it can work fix behind the tractor in 

central or slightly side-shifted (200 

mm) position.
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Distribuited by: Your local Dealer:

For tractors up to 80 HP

Category II hitch

540 rpm only

On models 120 - 150 - 180

Pto shaft with slip clutch

Choice between knives or chains

Steel wire for 3 point hitch

STANDARD FEATURES FOR TEP

Rif. D / 466 / 25 / 3.000 - Printed in Italy

General grass-cutting and slashing using in open field.

Technical data are subject to change and not binding

Model Working Width Weight HP PTO A B C

 (cm-inches)  (Kg-Lbs) Rpm  (cm-inches)  (cm-inches)  (cm-inches)

TEP 120 120  - 48” 250  - 550 22  - 60 540 138-54” 160-63”  100/39”

TEP 150 150  - 60” 300  - 660 35  - 60 540 168-66”  190/75”  100/39”

TEP 180 180  - 72” 410  - 900 60  - 80 540 198-78” 220/87”  100/39”
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