
The RE-2 series is designed for 

tractors from 30 HP to 85 HP. Its 

attractive design, with a strong 

frame, combines outstanding du-

rability and minimal maintenance. 

All the machines can be equipped 

with rear spike roller. Side tran-

smission by chain or gears, on 

demand. Adjustable lower hitches. 

Available with square or curved 

blades. 

Standard 4 blades per flange (6 

blades on demand). Single speed 

gearbox (RE-2) or four speeds  

gearbox (REC-2). 

Working depth regulation by skids, 

as standard.
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For tractors up to 85 HP

I and II Category linkage

Adjustable lower attachments, compatible for automatic linkage

Rotor with 4 or 6 blades/flange

Speed or square blades

Adjustable skids w/guard

ASA 120 drive chain

Safety guards

PTO at 540 rpm

Single-speed gearbox (RE-2) and 4-speeds gearbox (REC-2) available

Rear spike roller on demand

In house Sovema gearbox production

STANDARD FEATURES FOR RE-2

RE-2 rotary tillers serie is the ideal machine as of soil preparation to sowing 

and for shredding the soil after plowing; in addition, it is also suitable to 

eliminate weeds. � 

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs)  (rpm)  (rpm) (4 - 6)

RE-2 120 120 - 48” 330 - 727 30 - 50 540 223 16 - 24

RE-2 140 140 - 56” 375 - 826 40 - 60 540 223 20 - 30

RE-2 160 160 - 64” 392 - 863 45 - 65 540 223 24 - 36

RE-2 180 180 - 72” 410 - 903 50 - 80 540 223 28 - 42

RE-2 200 200 - 80” 440 - 969 55 - 80 540 223 32 - 48

RE-2 220 220 - 88” 470 - 1035 60 - 85 540 223 32 - 48


