
The Model RP-3 tiller is a fixed ro-

tary tiller that is well suited for use 

with tractors up to 60 hp requiring 

light-weight equipment.  

The new 3-point-hitch square 

design gives this implement a 

very sturdy and solid attractivness. 

Chain-driven, single-speed (RP-3) 

or 4-speeds (RPC-3) gearbox, 4 or 

6 blades per flange (C-shaped or 

L-shaped), automatic linkages and 

adjustable working height throu-

gh skids.

RP-3
FIXED ROTARY TILLER

SOVEMA S.r.l.

Via Olmo, 6

41013 Gaggio di Piano (MO) ITALY

Ph. +39 059 93 85 85

Fx. +39 059 93 85 12

E-mail: sovema@sovema.com

Web-site: www.sovema.com

SOVEMA-AGRITAL Cab Factory

Via Leonardo da Vinci, 20

24040 Arzago d’Adda (BG) ITALY

Ph. +39 0363 87 633

Fx. +39 0363 87 355

E-mail: sovema@agritalsovema.com

Web-site: www.agritalsovema.com

SOVEMA Inc.

3089 Bellbrook Center Drive

Memphis, TN 38116 U.S.A.

Ph. 901 388 8869

Fx. 901 388 8348

E-mail: sovema@sovemausa.com

Web-site: www.sovemausa.com

SOVEMA CANADA Ltd.

4845 Portage Avenue

Headingley, MB R4H 1C7 CANADA

Ph. 204 927 9042

Fx. 204 897 6975

E-mail: sovema@sovemacanada.com

Web-site: www.sovemacanada.com



Via Olmo, 6 - 41013 Gaggio di Piano (MO) ITALY - Ph. +39 059 93 85 85 - Fx. +39 059 93 85 12 - E-mail: sovema@sovema.com - Web-site: www.sovema.com 

Distribuited by: Your local Dealer:

Rif. D / 484 / 25 / 3.000 - Printed in Italy

For tractors up to 60 HP

Category I and II hitch

Single or four speeds gearbox

4 or 6 blades per flange

Adjustable skids with side guards

Angular or speed blades

All units 540 RPM

Adjustable lower hitch point

ASA 100 drive chain

Automatic linkages

Safety Guards 

In house Sovema gearbox production

STANDARD FEATURES FOR RP-3

Suitable for soil tillage of the most demanding crops, in vineyards and or-

chards thanks to working widths between 1.20m and 2.00m.

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs)  (rpm)  (single speed rpm) (4 - 6)

RP-3 140 140 - 56” 283 - 624 30 - 45 540 222 28 - 42

RP-3 150 150 - 60” 293 - 646 30 - 45 540 222 32 - 48

RP-3 160 160 - 64” 310 - 683 35 - 50 540 222 32 - 48

RP-3 180 180 - 72” 336 - 741 35 - 55 540 222 36 - 54

RP-3 200 200 - 80” 368 - 811 40 - 60 540 222 40 - 60


