
The RE-3 is ideal for tractors from 

30 up to 85 horsepower. Usually 

found on heavy-duty and more 

expensive tillers, the durable sli-

p-clutch driveline and six tines (or 

four) per flange, forward-rotation 

rotor provides maximum mulching 

of material.

Single speed gearbox (RE-3) or 

four speed gearbox (REC-3) are 

both available.
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For tractors up to 85 HP

Category I or II hitch

4 or 6 blades per flange

Adjustable skids with side guards

Angular or speed blades

All units 540 RPM

Adjustable lower hitch point

Single speed gearbox

ASA 120 drive chain

Automatic linkages

Safety Guards

In house Sovema gearbox production

STANDARD FEATURES FOR RE-3

Perfect for creating large food plots, vegetable and flower gardens and 

green fields, the RE-3 combines outstanding durability with minimum main-

tenance.

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs)  (rpm)  (rpm - single speed) (4 - 6)

RE-3 120 120 - 48” 343 - 756 30 - 50 540 220 16 - 24

RE-3 140 140 - 56” 388 - 855 40 - 60 540 220 20 - 30

RE-3 160 160 - 64” 405 - 893 45 - 65 540 220 24 - 36

RE-3 180 180 - 72” 423 - 933 50 - 80 540 220 28 - 42

RE-3 200 200 - 80” 453 - 999 55 - 80 540 220 32 - 48

RE-3 220 220 - 88”  483 - 1065 60 - 85 540 220 32 - 48


