
Belonging to the category of large ro-

tary tillers, SOVEMA’s RTX-2 is built to 

be used under very harsh conditions.  

The machine has a double frame, a 

reinforced rear shield with double 

flanges; using a 140 ASA chain, the 

RTX-2 series is available with a 4-spe-

ed gearbox.  6 blades per flange 

(C-shaped or L-shaped), automatic lin-

kages and adjustable working height 

through skids or through a wide ran-

ge of rear rollers (spike, cage, packer 

and solid roller) is the difference that 

makes the RTX standing out the most 

against the competition. The new 

mechanical structure and a wide 

range of attachments enable them to 

achieve excellent results on any type 

of soil when paired up with tractors 

of a maximum 130 hp.
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For tractors up to 130 HP

Category II hitch

6 blades per flange

Adjustable skids with side guards

Angular or speed blades

Double flanges

Shield springs

2 speeds at 540 RPM and 2 speeds at 1000 RPM

ASA 140 drive chain

Automatic linkages  

Safety Guards 

In house Sovema gearbox production

STANDARD FEATURES FOR RTX-2

Suitable for soil tillage of the most demanding fields, built to be used under 

very harsh conditions thanks to its waterproof rotor. 

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs)  (rpm)  (min.-max rpm) (n.)

RTX-2 180 180 - 72” 772 - 1698 70 - 90 540-1000 220 - 270 42

RTX-2 200 200 - 80” 822 - 1808 70 - 90 540-1000 220 - 270 48

RTX-2 230 230 - 92” 896 - 1971 80 - 100 540-1000 220 - 270 54

RTX-2 250 250 - 100” 970 - 2134 80 - 120 540-1000 220 - 270 60

RTX-2 280 280 - 112” 1050 - 2310 90 - 120 540-1000 220 - 270 66

RTX-2 300 300 - 120” 1100 - 2420 100 - 120 540-1000 220 - 270 72

RTX-2 350 350 - 140” 1300 - 2866 100 - 130 540-1000 220 - 270 84


