
FM-3 flail mower series is particulary 

used for grass cutting and also for 

branches and stocks. 

Machine are supplied with rear 

shield, which can be opened for 

maintenance. 

Cutting height regulation by rear 

roller skids. 

Choice of knives, according to diffe-

rent kinds of working. Side transmis-

sion by special belts. 

Automatic Belt Tensioner. 

Safety guards.

FM-3
FLAIL MOWER

SOVEMA S.r.l.

Via Olmo, 6

41013 Gaggio di Piano (MO) ITALY

Ph. +39 059 93 85 85

Fx. +39 059 93 85 12

E-mail: sovema@sovema.com

Web-site: www.sovema.com

SOVEMA-AGRITAL Cab Factory
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Fx. +39 0363 87 355

E-mail: sovema@agritalsovema.com
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SOVEMA Inc.

1836 Vanderhorn Drive

Memphis, TN 38134 U.S.A.

Ph. 901 388 8869

Fx. 901 388 8348

E-mail: sovema@sovemausa.com

Web-site: www.sovemausa.com

SOVEMA CANADA Ltd.

4845 Portage Avenue

Headingley, MB R4H 1C7 CANADA

Ph. 204 927 9042

Fx. 204 897 6975

E-mail: sovema@sovemacanada.com

Web-site: www.sovemacanada.com



Model A B C

 (cm-inches)  (cm-inches) (cm-inches)

FM-3 160 181  - 72” 93  - 37” 94  - 37”

FM-3 180 201  - 80” 93  - 37” 94  - 37”

FM-3 200 221  - 88” 93  - 37” 94  - 37”

FM-3 220 241  - 96” 93  - 37” 94  - 37”
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Distribuited by: Your local Dealer:

Fixed version

For tractors up to 65 HP

Category I and II hitch

Front protecting flaps

Choice of knives

540 RPM

Side belt transmission

Closed rear shield

Adjustable skids

Automatic linkages

Safety Guards

Free-wheel into gearbox

Automatic belt tensioner

Rear roller included as standard

In house Sovema gearbox produc-

tion

STANDARD FEATURES FOR FM-3

Rif. D / 454 / 20 / 2.000 - Printed in Italy

Suitable for grass cutting and also for branches and stocks.. � 

Technical data are subject to change and not binding

Model Working Width Weight HP Rotor

 (cm-inches)  (Kg-Lbs)  (rpm)

FM-3 160 160  - 64” 353  - 778 35  - 50 2146 48 24 24

FM-3 180 180  - 72” 417  - 920 40  - 60 2146 56 28 28

FM-3 200 200  - 80” 453  - 999 45  - 60 2146 64 32 32

FM-3 220 220  - 88” 508  - 1120 45  - 65 2146 72 36 36


