
Sovema’s folding rotary harrow  

ERP-DBL is ideal for working with 

tractors up to 300 HP, cultivating 

heavy and sticky soil, this machine 

allows a perfect seedbed prepara-

tion in a single pass.

This model is also very suitable for:

•Working in medium stones soil.

•Working soil in depth.

•Preparing large fields and seedbes 

quickly.

This model specifically has knife 

holders that are mounted with the 

use of n. 3 bearings of which 2 are 

tapered roller bearings and the third 

one is a ball bearing. 

The assemble with the help of tape-

red roller bearings are an excellent 

response to the bidirectional axial
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loads to which the knife holders are subjected, while the 

third ball bearing keeps the knife holders aligned with 

each other in an optimal way, to allow a good greasing 

of the gears inside the harrow tank.
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For tractors up to 300 HP

Category II and III hitch

Single speed gearbox

Rear levelling bar

PTO 1000 RPM

Rotor speed at 360 rpm (stan-

dard)

Safety Guards

Hydraulic roller adjustment

Automatic linkages

Frame for rear roller

Rear bar with led-light

In house Sovema gearbox pro-

duction

STANDARD FEATURES FOR ERP-DBL

Designed for being used on an open field.

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs Packer)  (rpm)  (n.) (sx - dx)

ERP-DBL 500 500 - 200” 3850 - 8480 200 - 300 1000 20 20 - 20

ERP-DBL 600 600 - 240” 4100 - 9030 230 - 300 1000 24 24 - 24

ERP-DBL 700 700 - 280” 4350 - 9582 250 - 300 1000 28 28- 28

Model A B C D E H1 H2

 (cm-inches) (cm-inches) (cm-inches) (cm-inches) (cm-inches) (cm-inches) (cm-inches)

ERP-DBL 500 262/103” 190/75” 132/52” 118/46” 170/67” 313/123” 265/104”

ERP-DBL 600 312/123” 190/75” 132/52” 118/46” 170/67” 361/142” 314/124”

ERP-DBL 700 362/143” 190/75” 132/52” 118/46” 170/67” 410/161” 363/143”


