
Sovema’s first folding rotary harrow 

ERL-DBL is ideal for working with 

tractors up to 150 HP, cultivating 

heavy and sticky soil, this machine 

allows a perfect seedbed prepara-

tion in a single pass. This model is 

also very suitable for:

•Working in medium stones soil.

•Working soil in depth.

•Preparing large fields and seedbes 

quickly.

•Eliminating compacting soil.

The gearbox is made in house, the 

inside conical couple is helical gear 

which elevates the machine’s per-

formances while being queit.  The 

model comes with a rear levelling 

bar with led-lights and a wide choi-

ce of rollers: cage, spike or packer.
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For tractors up to 150 HP

Category II hitch

Single speed gearbox

Rear levelling bar

Rotor speed at 360 rpm (stan-
dard)

Safety Guards

Hydraulic roller adjustment

Automatic linkages

Frame for rear roller

Rear bar with led-light

In house Sovema gearbox pro-
duction

STANDARD FEATURES FOR ERL-DBL

Designed for being used on an open field.

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs Packer)  (rpm)  (n.) (sx - dx)

ERL-DBL 380 380/150”  1945/4284 100 - 150 1000 18 18 - 18

ERL-DBL 420 420/165” 2065/4548 120 - 150 1000 20 20 - 20

Model A B C D E H1 H2

 (cm-inches) (cm-inches) (cm-inches) (cm-inches) (cm-inches) (cm-inches) (cm-inches)

ERL-DBL 380  200/80”   146/58”  156/61” 114/45” 131/52”  291/115” 205/81”

ERL-DBL 420 220/88”   146/58”  156/61” 114/45” 131/52” 271/107” 225/89”


