
The ERK is ideal from tractors up to 

130 horsepower.

Quite sturdy and reliable, this 

machine allows a perfect seedbed 

preparation in a single pass.

The gearbox is made in house, the 

inside conical couple is helical gear 

which elevates the machine’s per-

formances while being queit.  

The standard gearbox rpm speed 

is set at two speeds (540rpm), or 

one (1000rpm), boosting the im-

plement’s performances while also 

improve the knife holder’s speed.

The roller’s adjustment is done 

either mechanically – using its pins 

- or by hydraulic cylinders.

It comes with a rear levelling bar 

and a wide choice of rollers: cage, 

spike, packer or net.
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For tractors up to 130 HP

Category II hitch

Single speed gearbox - 1000 rpm

2-speed gearbox - 540 rpm

Automatic linkages

Frame for rear roller

Rear levelling bar

Special grease in the case

Front protection

Safety Guards

Oscillating rock guard

In house Sovema gearbox production

STANDARD FEATURES FOR ERK

Designed for being used on vineyards, orchards, greenhouses and on a 

open field.

Technical data are subject to change and not binding

Model Working Width Weight HP PTO Rotor Blades

 (cm-inches)  (Kg-Lbs Packer)  (rpm)  (n.) (sx - dx)

ERK 200 200 - 80” 1254 - 2765 90 - 110 540 - 1000 8 8 - 8

ERK 250 250 - 100” 1400 - 3087 100 - 120 540 - 1000 10 10 - 10

ERK 300 300 - 120” 1546 - 3408 110 - 130 540 - 1000 12 12- 12


