
The TDF-L is Sovema’s  

standard light duty ditch bank  

mower suitable for compact tractors 

up to 40 horsepower.

The TDF-L series is conceived for land-

scape maintenance such as shredding 

grassy areas, mowing roadsides, lawns 

and public gardens. The ditch bank 

mower is equipped with an hydraulic 

cylinder, reaching a vertical positiong 

up to 90° for pruning and shredding 

of hedges.

The machine can work both rear and 

lateral to the tractor.

Very sturdy and reliable, the TDF-L se-

ries are built with high resistance steel 

and are supported by rollers, stain-

less steel bearings and skids that can 

adjust the working height. Available 

with articulated, cup knives and light 

hammers.
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Distribuited by: Your local Dealer:

Side and flail rotation

For tractors up to 40 HP

Category I hitch

Front safety straps

Knives at choice

540 rpm PTO

No.3 side belt transmission

Rear shield

Adjustable support roller

Pto safety guard

Free-wheel into gearbox

Standard adjustable skids

Choking valve for side move-
ment

Choking valve for rotation mo-
vement

Automatic linkages

Rotor with self-balancing knives 
supports

In house Sovema gearbox pro-
duction

STANDARD FEATURES FOR TDF-L

Rif. D / 470 / 25 / 3.000 - Printed in Italy

Conceived for landscape maintenance such as shredding grassy areas, 

mowing roadsides, lawns and public gardens.

Technical data are subject to change and not binding

Model Working Width A Weight HP Rotor

 (cm-inches)  (Kg-Lbs)  (rpm)

TDF-L 120 120 - 48” 410 - 902 20 - 30 2020 40 20 20

TDF-L 140 140 - 56” 440 - 968 25 - 35 2020 48 24 24

TDF-L 160 160 - 64” 470 - 1034 30 - 40 2020 80 40 40

 B C D E F

Model  (cm-inches)  (cm-inches)  (cm-inches)  (cm-inches) (cm-inches)

120 170 - 67” 55 - 22” 195 - 77” 75 - 30” 150 - 60”

140 170 - 67” 55 - 22” 215 - 85” 95 - 37” 150 - 60”

160 170 - 67” 55 - 22” 235 - 93” 115 - 45” 150 - 60”


